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Preface

The following conventions have been used in this document:

[HELVETICA FONT]

Used to indicate keys to be pressed. For example, press
[RETURN].

Couri er Font

Used to indicate entries to be typed at the keyboard, operating
system commands, titles of windows and dialog boxes, and
screen text. For example, execute the following command:

tar xvf /dev/rm/3m

Italics

Used for emphasis.
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1. Introduction

1.1 Oveview

This document provides general information about the Defense Information Infrastructure (DII)

Common Operating Environment (COE) and the security administration capabilities of the

DIl COE kernel. See the DIl COE Integration and Runtime Specification for more information

about the DIl COE. Seethe DIl COE Kernel Installation Guide (HP-UX 10.20) for more

information about installing the DI1 COE kernel and segments.

This guide is divided into the following sections:

Describes how to change the secnan password.

Section Page
Security Administration Login and Overview 5
Describes how to access DIl COE Security Administration functionality.
Assigning Passwords 7
Describes how to assign a password to an existing local or network user.
M odifying Profiles 11
Describes how to modify profiles to add and restrict access to functions within menus and
optionsusing theEdi t Profil es icon.
Unlocking Users 15
Describes how to unlock a user who has been locked out of the system.
Changing the secman Password 19
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1.2 Referenced Documents
The following documents are referenced in this guide:

C DIl COE I&RTS:Rev 3.0, Defense Information Infrastructure (DI1) Common Operating
Environment (COE) Integration and Runtime Specification Version 3.0, January 1997

C DI1.3200.HP1020.Kernel.IG-1, Defense Information Infrastructure (DI1) Common
Operating Environment (COE) Version 3.2.0.0 Kernel Installation Guide
(HP-UX 10.20), July 25, 1997

C DI1.3200.HP1020.AG-1, Defense Information Infrastructure (DIl) Common Operating
Environment (COE) Version 3.2.0.0 System Administrator’ s Guide (HP-UX 10.20),
July 25, 1997

C JPL D-13867, Release 2, Defense Information Structure (DI1) Security Manager
Administrator’ s Guide DRAFT, June 15, 1997.
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2. Security Administration Login and Overview

To access DIl COE Security Administration functionality, you must enter the secnman login name
and the secman password. Only user accounts that are assigned to profiles under the Security
Admin account group may run Security Manager. TheDli I COE Logi n screen (Figure 1) and the
DISA security screen appear any time a machine loaded with the HP-UX 10.20 Operating System
and the DIl COE kernel is rebooted or any time a user logs out of the system at the console.

DIl COE Login

Name:
Password:

Figure 1. DIl COE Login Screen

Follow the steps below to log in with asecrman account and access DIl COE Security
Administration functionality.

STEP 1

STEP 2:

STEP 3:

STEP 4:

STEPS:

Login asthe security manager. Type secnan at the Name prompt intheDi |
CCE Logi n window (Figure 1) and press [RETURN].

Enter the secman password. Type the secnan password at the Passwor d prompt
intheDl I CCE Logi n window (Figure 1) and press [RETURN]. The Security
Management software appears.

Accessthe Application Manager. Double-click on Appl i cati on Manager on
the Common Desktop Environment (CDE) panel. The Appl i cati on Manager
window appears. See Section 5 of the DIl COE System Administrator’s Guide
(HP-UX 10.20) for more information about CDE.

Select the DI | _APPS folder. Double-click onthe Di | _APPS folder. The
Application Manager - DI _APPS window appears.

Select the SSO Def aul t folder. Double-click on the SSO Def aul t folder. The
Application Manager - SSO Def aul t window appears.
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The Appl i cati on Manager - SSO Defaul t window contains the following security
management icons:

C

C

C

C

Assi gn Passwor ds

Edit Profiles

Profile Selector Config
Security Manager
Security Mygr Renote

Unl ock Users

Update Security DB.

TheProfile Selector Config, Security Mnager, Security Myr Renote, and Updat e
Security DB iconsand their associated functionality are described in the DIl Security Manager
Administrator’s Guide. See the DIl Security Manager Administrator’s Guide for information
about accounts and profiles, the Security Manager application and system configuration, and
profile directives, as well as information about running Security Manager. The Assi gn
Passwords, Edit Profiles, and Unl ock Users icons are described in the following
subsections.

In addition to describing the icons above, this guide describes the Chg Passwor d icon. To access
thisicon, select the DI | _TOOLS folder from the Appl i cati on Manager window. The
Application Manager - DI I_TOOLS window appears. The Application Manager -

DI | _ToaLs window contains the Chg Passwor d icon.
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3. Assigning Passwords

Passwords can be changed for existing local or network user accounts using the Assi gn
Passwor d icon. Follow the steps below to assign passwords to existing user accounts.

STEP 1:

STEP 2:

STEP 3:

STEP 4:

STEPS:

STEP 6:

Login asthe security manager. Type secnan a the Nane prompt in the
DI I CCE Logi n window (Figure 1) and press [RETURN].

Enter the secman password. Type the secnan password at the Passwor d prompt
intheDi I CCE Logi n window (Figure 1) and press [RETURN]. The Security
Management software appears.

Accessthe Application M anager. Double-click on Appl i cati on Manager on
the CDE panel. The Appl i cati on Manager window appears. See Section 5 of
the DIl COE System Administrator’ s Guide (HP-UX 10.20) for more information
about CDE.

Select the DI | _APPS folder. Double-click onthe Di | _APPS folder. The
Application Manager - DI _APPS window appears.

Select the SSO Def aul t folder. Double-click on the SSO Def aul t folder. The
Application Manager - SSO Def aul t window appears.

Select the Assi gn Passwor ds icon. Double-click on the Assi gn Passwor ds icon
to open the Assi gn Passwor ds window (Figure 2). The window shown in

Figure 2 contains alist of local user accounts sorted by user name because the
User Nane toggle has been selected inthe Sort by panel.

—~| [EE

Local Users

COE (400)
sa (603
550 (50
adm (4)
bin (2)
Siﬂ by daemon (1)
User Name listen (37}

» User 1D 1p (71} 7

Ok Close

Figure 2. Assign Passwords Window (Sorted by User Name)

I
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Figure 3 contains alist of local user accounts sorted by user ID because the User
| D toggle has been selected inthe Sort by panel.

= R E

Local Users

{root)
[smtp)
(daemon)
(hin)
isys)
(adm}
(e
Crocp) i

Ok | Close |

I

» User Name
 User ID

Lo T W Y N P T e T R s Y e

Figure 3. Assign Password Window Sorted by User ID

STEP7: Determineif you want to view a list of local user accountsor network user
accounts. Click on the button at the top of the window to select either the Local
User s option or the Net wor k User s option.

STEP 8. Determineif you want to view thelist of user accounts by user nameor by
user ID. Click onthe User Nane toggle or the User | Dtoggleinthe Sort by
panel.

STEP9: Select the user account for whom you want to assign a password. Click on a
user account to highlight it and then click on the o button. The Set Password
window appears (Figure 4).

|

Enter new password for COE on tests

L |

Figure 4. Set Password Window
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STEP 10: Enter a new password. Type anew password inthe Ent er new password for
[user name] on [machine name] field and click onthe oK button. The veri fy
Passwor d window appears (Figure 5).

|

Verify Mew Password

‘ mc:| Cant:ell

Figure 5. Verify Password Window

STEP 11: Re-enter the password. Retype the password inthe Veri fy New Password field
and click on the o button.

STEP 12: Assign apassword for other user accountsor exit the Assi gn Password
window. Assign a password for other user accounts by following STEPS 7-11 for
each user account. When you are done assigning passwords to user accounts, click
onthe d ose button to exit the Assi gn Passwor d window (Figure 2).
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4. Modifying Profiles

Once created and defined, you can modify profiles to add and restrict access to functions within
menus and options using the Edi t Prof i | es icon. Follow the steps below to modify profiles.

STEP1: Login asthesecurity manager. Typesecman at the Name prompt in the Di |
CCE Logi n window (Figure 1) and press [RETURN].

STEP2: Enter thesecnman password. Type the secman password at the Passwor d prompt
intheDi I CCE Logi n window (Figure 1) and press [RETURN]. The Security
Management software appears.

STEP 3. Accessthe Application Manager. Double-click on Appl i cati on Manager on
the CDE panel. The Appl i cati on Manager window appears. See Section 5 of
the DIl COE System Administrator’ s Guide (HP-UX 10.20) for more information
about CDE.

STEP 4. Select theDi | _APPS folder. Double-click onthe Di | _APPS folder. The
Application Manager - DI _APPS window appears.

STEP5: Select the SSO Def aul t folder. Double-click on the SSO Def aul t folder. The
Application Manager - SSO Def aul t window appears.

STEP 6. SelecttheEdit Profilesicon. Double-click ontheEdit Profiles iconto
open the USER PROFI LES window (Figure 6). The USER PROFI LES window lists
all user profiles you can modify.

USER FROFILES
IFICATION

Ja)

GLOBE
GLOBAL

Figure 6. USER PROFILES Window

STEP7: Select a profileto modify. To modify a profile's access to functions within menus
and options, click on the profile to select it and click on the EDI T button.

NOTE: SA Defaul t and SSO Def aul t user profiles cannot be edited. If you select one of
these, the CANNOT MODI FY warning window appears. Click on the oK button to close it.

July 25, 1997 11



DI11.3200.HP1020.SVG-1

STEP8: Review theinformation in theEDI T PROFI LEwindow. The EDI T PROFI LE
window appears (Figure 7). The PERM SSI ONS panel shows the applications that

have been assigned to that profile.

=] EDIT PROFILE ]

Figure 7. EDIT PROFILE Window

STEP9: Modify permissions, if desired. Highlight an option in the PERM SSI ONS panel
and click on the EDI T button to modify permission settings for the option. For
example, inthe EDI T PROFI LE window (Figure 7), click on a permission such as
the Di skvanager option and click on the EDI T button.
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STEP 10: Set permissionsfor the option. The EDI T PERM SSI ONS window appears
(Figure 8). Figure 8 shows DI SKMANAGER PERM SSI ONS because the Di skManager
option was selected in STEP 8. Click on the options for which the profile should
have permissions. For example, if you want the profile to be able to mount afile
system and unmount afile system, you would click on the Mount and Unnount
togglesin Figure 8. Click on the ok button when you finish selecting options. The
EDI T PROFI LE window (Figure 7) returns to the forefront.

EDIT PERMISSIONS

DISkKMAMAGER PERMISSIONS

O Mawnt O Unmount

O HELFS OInit Floppy

O Mount Hew

Fermiz=ion String:

Figure 8. EDIT PERMISSIONS Window

STEP 11: Modify menu access, if desired. Highlight a menu in the MENU ACCESS panel and
click on the EDI T button to modify menu access settings for the option. For
example, inthe EDI T PROFI LE window (Figure 7), click on a menu access option
such as the SAMenus. mai n option and click on the EDI T button.
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STEP 12: Set menu access settings. The EDI T MENU ACCESS window appears (Figure 9).
Figure 9 shows System Administration menus because the SAMenus. nai n option
was selected in STEP 10. Click on the menus for which the profile should have
permissions. For example, if you want the profile to have accessto the Hel p menu
and the SA Syst emmenu, you would click on the Hel p and SA Syst emtogglesin
Figure 9. Click on the ok button when you finish selecting options. The EDI T
PROFI LE window (Figure 7) returnsto the forefront.

EDIT MEMU ACCESS

t Installer

ent In=tallation Server

CAHCEL

Figure 9. EDIT MENU ACCESS Window

STEP 13: Apply your changes. Click on the O button in the EDI T PROFI LE window
(Figure 7) to apply your changes and exit the window.

14
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5. Unlocking Users

A user account is disabled automatically the third consecutive time an incorrect password is
entered for that account. When an account is disabled, a message similar to the following appears:

Account is disabled -- see Account Adm nistrator.

Disabled user accounts can be unlocked using the Unl ock User s icon. Follow the steps below to
re-enable a user account that has been disabled.

STEP 1:

STEP 2:

STEP 3:

STEP 4:

STEPS:

Login asthe security manager. Type secnan a the Nane prompt in the
DI I CCE Logi n window (Figure 1) and press [RETURN].

Enter the secman password. Type the secnan password at the Passwor d prompt
intheDi I CCE Logi n window (Figure 1) and press [RETURN]. The Security
Management software appears.

Accessthe Application M anager. Double-click on Appl i cati on Manager on
the CDE panel. The Appl i cati on Manager window appears. See Section 5 of
the DIl COE System Administrator’ s Guide (HP-UX 10.20) for more information
about CDE.

Select the DI | _APPS folder. Double-click onthe Di | _APPS folder. The
Application Manager - DI _APPS window appears.

Select the SSO Def aul t folder. Double-click on the SSO Def aul t folder. The
Application Manager - SSO Def aul t window appears.

July 25, 1997
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STEP6: Select theUnl ock Users icon. Double-click on the Unl ock Users icon to open

Results

STEP7:

T}
I User Account Information

Users View

theUser Account Information window (Figure 10).

User Name: Group 1D:
Account Access:

Full Hame:

Office:

Office Phone: Home Phone:
Organization:

Social Security Number:

Home Directory:

Login Shell: File Server:

Login Failures: Last Login Failure:

Groups:

Last Login:

Figure 10. User Account Information Window

Select the host machine for which a user has been locked out. Click on a host
meachine for which a user has been locked out in the Host panel to select it, and
then select the Update for Sel ected Host option fromthe Users pull-down
menu. All valid user accounts for the selected machine appear in the User panel by

NOTE: If you want to select the host machine you are currently using, select | ocal host .

16
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STEPS8:

Determine if you want to view all user accountsor a subset of all user
accounts. If you want to view al user accounts, proceed to STEP 9. If you want
to tailor the list of user accountsto view particular users, select the Local Users
option, Net wor k Users option, Logged | n Users option, Enabl ed Users
option, Di sabl ed Users option, Locked Qut Users option, or Users with

Fai | ed Logi ns option from the Vi ew pull-down menu. In the User panel, the
letter L beside a user account indicates a locked account; the letter F beside a user
account indicates an account with one or two login failures; and the letter | beside
a user account name indicates the user account with which you logged in to the
machine.

NOTE: If you just want to view alist of locked out users, select the Locked Qut Users
option. If you want to view alist of all user accounts with at least one login failure (including
locked out users), select the Users with Fail ed Logi ns option.

STEP9:

T}
I User Account Information

Select the user account that has been locked out of the selected host machine.
Click on auser account in the User panel; the letter L should appear beside this
user account. Information about that user account appears in the panel on the right
side of the User Account | nf ormati on window, as shown in Figure 11.

Users View

Host

User Name: it User ID: 100 Group I1D: 1
Account Access: LOCEED

Full Hame: System Admin USER Account

Office:

Office Phone: Home Phone:
Organization:

Social Security Mumber:

Home Directory:

Login Shell: File Server:

Login Failures: 4+ Last Login Failure: 06:09:09 PM EDT Wed, Jul 23, 199

Groups: other

Last Login: 05:57:19 PM EDT Wed, Jul 23, 1997

Figure 11. User Account Information Window with User Account Information

July 25, 1997
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STEP 10:

For example, in Figure 11, the Account Access field shows that the user account
ISLOCKED, the Logi n Fai | ures field shows that more than three (4+) login
faillures have occurred, and the Last Logi n Fai | ur e field showsthe date and
time of the last login failure.

Clear the selected user’slogin failures. Select thed ear Login Fail ures
option from the User s pull-down menu. Inthe User panel, the letter L no longer
appears beside the cleared user account.

NOTE: If any commands do not work as expected, one or more messages appear in the
Resul t s panel of the window.

STEP 11:

STEP 12:

Update information about the cleared user account. To ensure that the user
account is cleared, click on the user account inthe User panel. The Account
Access field in the panel on the right side of the User Account | nformati on
window updates to show that the user account is ENABLED.

Exit theUser Account | nformationwindow. Select the Exi t option from the
User s pull-down menu to exit the User Account | nfor mati on window.

18
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6. Changing the secman Password

Follow the steps below to change the secman password.

STEP 1

STEP 2:

STEP 3:

STEP 4:

STEPS:

Login assecnan. Typesecnan at the Nane prompt and press [RETURN].

Enter the secman password. Type the secnan password at the Passwor d prompt
and press [RETURN]. The Security Management software appears.

Accessthe Application M anager. Double-click on the Application Manager
control on the CDE Front Panel to open the Appl i cati on Manager window.

Select the DI | _TooLS folder. Double-click ontheDi | _ToALS folder inthe
Appl i cation Manager window to openthe Appl i cati on Manager -
DI | _TooLS folder.

Select the Chg Passwor d icon. Double-click on the Chg Passwor d icon to open
the Set Passwor d window (Figure 12).

Set Pazzword
Changjing password for secman on test]

Old Passwrord

[

_ox | Cancel|

Figure 12. Set Password Window

STEP 6: Enter thecurrent secman password. Enter the current secnan password in the

a d Password field and click on the oK button.

July 25, 1997
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STEP 7. Enter the new secnman password. The New Passwor d window appears
(Figure 13). Enter the new secman password inthe Enter New Passwor d field
and click on the oK button.

|

Enter Hew Password

[

‘ m::| Cant:ell

Figure 13. New Password Window

STEP 8. Verify the new secnman password. TheVerify New Passwor d window appears.
Enter the new secman password in the field and click on the o button.

STEP9: Acknowledge that the secman password has changed. Click on the o button
when the following message appears.

Your password has been successfully updated!

20
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